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ASSEM
BLY TIPS :  5 Im

portant Points You N
EED

 to Read
Prior to beginning assem

bly, please inspect and inventory the parts to m
ake sure 

you have everything and that nothing w
as dam

aged during shipping. If dam
age has 

occurred, please take photos and go to lolldesigns.com
/dam

age. Rest assured w
e’ll 

get it taken care of straight aw
ay!

To avoid scratching furniture, assem
ble on a clean, soft surface like a blanket, carpet, 

or the flattened cardboard box the furniture w
as shipped in.

Start all bolts by hand to ensure proper alignm
ent and to prevent cross threading. 

Then using the provided tool, tighten until you feel resistance. Do not overtighten.

Bolts should not be forced, but som
e com

ponents, particularly blocks, fit snug but can 
still be installed w

ithout tools or excess force. 

If parts are still not going together, please send us a photo of the part you are having 
trouble w

ith.
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e’ve gone through great lengths to m
ake as m

uch of our packaging as possible recyclable.  
The cardboard box, paper w

rap, filler and paper bags can all go in your recycling bin. The 
m

uslin hardw
are bags replaced plastic bags w

ith the intention of reducing plastic and 
encouraging reuse.  Loll D

esigns and Planet Earth thank you!
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For m
ore info and visual aids, w

atch the assem
bly videos at w

w
w

.lolldesigns.com
/videos

For product care & m
aintenance, visit w

w
w

.lolldesigns.com
/care-m

aintenance
For further lollygagging assistance, please reach out!

+1 877-740-3387 
sales@

lolldesigns.com

5912 W
aseca Street

D
uluth, M

innesota 55807
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Insert bolts through countersunk hole side of blocks 
as show

n below.
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“Loll Designs inspires people to appreciate the outdoors.”
G

reg Benson - Founder

INCLUDED PARTS

*Bolt shown 
actual size.
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Insert & secure Loll Umbrella into appropriate base.

Remove all packaging from in & around the umbrella.1

Gently separate each rib individually from the center hub 
approximately 10”. If rib does not move easily, do not force. 

Inspect product for additional packaging. 
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Close the Loll Umbrella when winds exceed manufacturer’s specifications of 25 MPH.

Gently pull cord to move main hub up into the open position.

CORD

Loop a knot around the cam lock cleat to lock the canopy in 
open position. Once looped and tight, hang excess cord by 

coiling around the hook.

IMPORTANT: Canopy must be locked in place to prevent from closing unexpectedly.


